
SPECIFICATIONS

Number: 4.27.1087

Regulator C10 Valve 0.5 LPM FCG00715 incl. hose 30cm

PRODUCT DESCRIPTION:
The 715 has a maximum inlet pressure of 1000
psig/70 bar and fits the Aluminium and 103L Steel
cylinders.
Standard flow rates are 0.5LPM, 1.0LPM, and 1.5LPM;
however, these regulators may be ordered with a
preset flow as low as 0.2LPM, or as high a 6.0LPM.

PRIMARY USES:
These regulators are a single stage design preset to deliver gas at a 
flow
rate specified by the user

MAXIMUM INLET PRESSURE:
1000 psig / 70 bar

MAXIMUM OUTLET PRESSURE:
60 psig / 4.1 bar

INLET:
5/8 x 18

OUTLET:
3/16” Barb / 4.8 mm

GAUGE:
0-1000 psig / 70 bar

WEIGHT:
0.5 lb/0.24 kg

CONSTRUCTION
Body: Brass
Seat: Teflon®
Piston: Brass
Washer: Buna N (713 only)
O Rings: Viton®
Bonnet: Nickel plated brass 
 

DESCRIPTION

Weight: 0,24 kg

Made in:

HS Code:

United Kingdom

90268020
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